
Easy installed and reliable keyless locking devices. Maintaining precise alignment enhances efficiency, 
reduces maintenance needs, and improves safety. Protorque locking devices ensure a secure and reliable 

connection between rotating components, preventing slippage and misalignment

DATASHEET: LOCKING ELEMENTS

Versatile
Adaptable to various size and types of products, 
locking devices suitable for a wide range of 
applications.

Safe Connection
Locking devices ensure a secure and reliable con-
nection between rotation components, preventing 
slippage and misalignment.

Maintenance-free
Locking devices require little to no maintenance, 
reducing downtime, and associated costs.

Easy Installation
Designed for easy installation. No key is needed in the 
shaft to transmit the torque.

Product Information

Properties
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•	 Not self-centring
•	 Medium torque

Recommended tolerance:
•	 Shaft: h8
•	 Hub: H8
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Locking 
screw n

Locking 
screw size

Locking 
torque Ts 

(Nm)

19 47 17 20 26 31 298 286 116 8 M6x18 14.9

20 47 17 20 26 31 313 272 116 8 M6x18 14.9

22 47 17 20 26 31 345 247 116 8 M6x18 14.9

24 50 17 20 26 35 424 255 123 9 M6x18 14.9

25 50 17 20 26 35 441 245 123 9 M6x18 14.9

28 55 17 20 26 39 549 243 124 10 M6x18 14.9

30 55 17 20 26 39 588 227 124 10 M6x18 14.9

32 60 17 20 26 47 752 255 136 12 M6x18 14.9

35 60 17 20 26 47 822 233 136 12 M6x18 14.9

38 65 17 20 26 55 1042 250 146 14 M6x18 14.9

40 65 17 20 26 55 1097 238 146 14 M6x18 14.9

42 75 20 24 32 83 1740 291 163 12 M8x22 35

45 75 20 24 32 83 1864 271 163 12 M8x22 35

48 80 20 24 32 83 1988 254 153 12 M8x22 35

50 80 20 24 32 83 2071 244 153 12 M8x22 35

55 85 20 24 32 97 2658 259 168 14 M8x22 35

60 90 20 24 32 97 2900 238 158 14 M8x22 35

65 95 20 24 32 110 3587 250 171 16 M8x22 35

70 110 24 28 38 153 5345 268 171 14 M10x25 69

75 115 24 28 38 153 5727 250 163 14 M10x25 69

80 120 24 28 38 153 6108 235 156 14 M10x25 69

85 125 24 28 38 175 7417 252 172 16 M10x25 69

90 130 24 28 38 175 7854 238 165 16 M10x25 69

95 135 24 28 38 196 9326 254 179 18 M10x25 69

100 145 26 33 45 227 11362 258 178 14 M12x30 123.3

110 155 26 33 45 227 12498 234 166 14 M12x30 123.3

120 165 26 33 45 260 15578 245 178 16 M12x30 123.3

130 180 34 38 50 325 21095 217 156 20 M12x35 123.3

140 190 34 38 50 357 24993 221 163 22 M12x35 123.3

150 200 34 38 50 390 29217 225 169 24 M12x35 123.3

160 210 34 38 50 422 33756 229 174 26 M12x35 123.3

170 225 38 44 58 465 39483 212 160 22 M14x40 187

180 235 38 44 58 507 45606 218 167 24 M14x40 187

190 250 46 52 66 591 56163 199 152 28 M14x45 187

200 260 46 52 66 633 63342 203 156 30 M14x45 187

220 285 50 56 72 745 81960 200 154 26 M16x50 290

240 305 50 56 72 860 103162 211 166 30 M16x50 290

260 325 50 56 72 974 126669 221 177 34 M16x50 290

280 355 60 66 84 1124 157339 197 156 32 M18x60 400

Type 01


